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HVLP Tanning

WhatisHVLP Tanning(HVLP)?

HVLP is a method in which to obtain the appearance of an
attractivetan.

This is a method in which DHA (Dihydroxyacetone an FDA
approved product) is applied to the body via the use of an air
compressor and airbrush.

The bronzing effect occurs when DHA forms pigments when
applied to the skin. The bronzing effect is when DHA reactsto the
amino acids and other compounds in the skin. The maximum
generation of color is reached after 12 hours, so the color will
continueto darken after theinitial application.

HVLP is arisk free option to obtain color, resulting in healthy
vibrant bronzing of the skin. Thishasbuilt-in moisturizersand skin
protectantsfor 24/7 protection.

Howlongwill HVLPlast?

As with the results of UV exposure each of us will experience a
different shade of color, so is true about DHA results. Since the
resultsare predicated onyour own protein levels, you can expect the
color tolast between 4-10days.

How often should theapplication beapplied?

Werecommend onceaweek or withina4-10day period.

What can my customers expect to pay for this
service?

HVLP is a unique process that offers all the advantages of a
beautiful tan without the risk or time involved. We recommend a
full body starter package of 2 applicationsback to back for $58-$75,
this will ensure your customers have a good base. Single
applications can be priced between $35-$50, facial applications
from$8-$12.

What kind of resultscan my customer expect?

Instant results. Your customer will experience a healthy vibrant
color, at least 1 to 2 shades darker after a single application.
Multipleapplicationsmay produceadeeper color.

How long doesit take to apply?

With practice a single application will take approximately 2-3
minutes.

Frequently
Asked Questions
(FAQ's)

How doesmy customer preparefor HVLP?
Pre-Tan Shower:

Either the night before, or the morning of your tanning
appointment, you will need to shower and exfoliate your entire
body. The best timeto shaveisbeforeyourAirbrush session, but do
not apply moisturizer until after your post-tanning shower. Lotions
and make-up can act as a barrier and prevent the tanning solution
from compl etely contacting the skin.

WhattoWear:

Wear loosefitting clothing to your tanning appointment where you
will spend about 13 minutes. The actual tanning takes about 2-3
minutesbut you will needto allow about 10 minutesdryingtime

Post-Tan shower :

Wait at least ten hours after your tanning application before
showering. You need to allow enough time for the DHA reaction to
takeplace. Thetanning processpeaksafter 12 hours.

M aintenance;

Apply moisturizer, morning and evening, after your post-tan
shower. Hydrated skin is essential in maintaining a longer lasting
tan.

I sadditional equipment required?

Yes, a blow dryer with detachable back to clean the filter, hand
towelsand astool withwheelsarerecommended.

Isaspecial roomrequired?

No, just awell-ventilated area. If an enclosed room is used, ensure
that you have aventilation fan that will ventilatetheroom 3timesa
minute. A hard floor is recommended. If not use a 4x8' outdoor
carpet tolay downintheareayou are spraying. A spray areaof 4'x8
isrecommended.

Howdol market Swoosh 11HVLPSpray?

Each salonisdifferentinsize, location andtypeof clientele. Wewill
provide you with the necessary information to assist you in your
marketing plan.

How many applications does 1 gallon of Swoosh 11
HVLP™ Solutionyield?

Because of the variation of your customers and the areas you are
spraying you can estimate approximately 64 full body applications
per 1 gallon container.

What isthecost per application?

Your product cost isapproximately $2.50 per full body application.



Swoosh

High Volume/Low Pressure
Spray Tan System

HVLP TURBINE (High Volume/Low Pressure)

DESCRIPTION:

HVLP turbines are designed to generate a High Volume of Low Pressure air for operating
HVLP spray guns. These turbines operate differently than air compressors because
turbines do not require an air tank to hold compressed air. Since there is no compression
of air, HVLP turbines do not create condensation in the air hoses as compressors often
do. The air generated by the turbine is generally warm due to the air working in the
turbine. The warm air can be a benefit for accelerated drying time and client comfort.
HVLP turbines are portable and can be plugged into any standard outlet.

FILTER MAINTENANCE:

a. Squeeze and pull to remove both filters (Figure 1-1).
b. Clean the filter with mild soapy water and pat dry.
c. Squeeze and tuck to install filter.

SPECIFICATIONS:

CFM: 58 CFM at turbine outlet

Operating Pressure: 5 PSI Max.

Motor Type: Brush Type, 2 Stage,
Tangential

Hose Length: 25 ft. (40 ft. Max)

Transfer Efficiency: 86% Max.

Weight: 26 Ibs. ;
1. Filter
Voltage: 120V, 11 Amp 5. Hose 25'
Stub Hose: Yes 3. Quick Connect Coupler
Storage Compartment: Yes 4. Stub Hose
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